Specification of body police camera(SOP-02A)

Picture:

Parameters:

Ambarella A7L50

33MP CMOS sensor

Multiple Recording Resolution 2304x1296p30/2560x1080P(30 FPS)
1920x1080P(30 FPS)/ 1280x720(60 FPS)/ 1280x720(30 FPS)/848x480(60
FPS)/848x480(30 FPS)

H.264 MPEG4

2X, 4X, 8X, 16X, 32X, 64X

2X, 4X, 8X, 16X, 32X, 64X

High Quality Build-in Microphone.

WAV/AAC2./MP3

User ID, Time and date Stamp Embedded into Video.

33 Megapixel Camera option with optional burst shot(5/10/15/20/25 photos)

JPEG 33M(7696x4329), 16M,12M,8M,5M

Capture Photos During Video Recording

Support

16G(32G/64G/128G)

Visual Indicator

Red

Support One Button Record

Audible, Visual, and Tactile Vibration Confirm Activation of Record

1Wat,80hm,Internal

one red laser light




2 inch TFT-LCD High-Resolution Color Display

Yes

HDMI 1.3 Port

USB 2.0

Wide Angle 140 degrees

Up to 10 Meters with Visible Face Detection

IP67

High Quality Metal Clip with 360 degrees Rotation

Can Connect to Different Types of Radios

Support

Support/Car Mount(optional)

Support

5Min/10Min/15Min/30Min

Option( build-in)

1950mAH Lithium(with one spare battery)

120 minutes

4 Hours (one battery)

Beep Alert

Include 5 digit device ID and 6 digit police ID

To set an administrator password to allow deletion via software.User can only
view the videos but cannot delete it.

25 seconds pre-record(1080P30), 35 seconds pre-record(720p30).

30/60/300 seconds last-record

5/10/15/20/25 Shot burst picture taking

84 mm *54 mm *29mm

1659

-40~60 degrees Celsius

-20~55 degrees Celsius

USB cable, Charger, Manual, Universal metal clip, Driver CD,one spare
battery

WIFI, PTT cable, Mini camera, Car bracket/Mount, Multi-camera dock for 10
units (Client Software),Harness, Remoter, Shoulder Light




Standard Package:

Optional Accessories:
1. Shoulder Mount

3.Bullet camera

5.GPS (internal)

7. PTT Cable

9

2.Car Mount

4 Mini CCD camera

8.Remoter



9. Shoulder Light 10.Dock Station(10units)

11.Dock Station(20units)




